CURB INLET MUST BE PROTECTED FROM BYPASS. IF FILTER DOES NOT HAVE PROTECTION ggﬁ{NE I‘EEE‘; EQB§§:%URE
PLAN VIEW IN THE WAY OF A DEFLECTOR PLATE, THEN THE USE OF FILTER FABRIC SHALL BE USED USING SANDBAGS
TO PROTECT THE CURB INLET. FILTER FABRIC SECURED BEHIND CURB AND UNDER BACK IN A MANNER ACCEPTABLE
EDGE OF SURFACE GRATE. FABRIC MUST BE FLUSH WITH CURB FACE ACROSS ENTIRE CURB OPENING TO THE ENGINEER
MESH SOCK/TUBE FILLED WITH STRAW, COMPOST, OR GRAVEL MAY BE SUBSTITUTED
FOR THE FILTER FABRIC TO BLOCK THE CURB OPENING IN THE CASTING.
THE CURB OPENING MUST BE PROTECTED IN A MANNER ACCEPTABLE TO THE ENGINEER
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FRAME FOR INLET FILTER SHALL INCLUDE AN OVERFLOW FEATURE DESIGNED TO ALLOW e ‘v
FULL FLOW OF WATER INTO THE STRUCTURE IF THE FILTER IS FILLED WITH SEDIMENT \: P R
THE FRAME SHALL REST ON THE INSIDE LIP OF THE INLET CASTING AND NOT CAUSE THE S :
SURFACE GRATE TO EXTEND HIGHER THAN 1/4 INCH ABOVE THE INLET FRAME

SECTION B-B

MILTER FABRIC OR STEEL SCREEN SHALL BE SECURED TO DROP IN FRAME
FILTER FABRIC [OR STEEL SCREEN SHALL HAVE A MINIMUM FLOW

RATE OF 120 GALLONS PER MINUTE PER SQUARE FOOT AND BE DESIGNED
FOR A MINIMUM SILT AND DEBRIS HOLDING CAPACITY OOF 2 CUBIC FEET

FrT

SECTION A-4 Inlet filter unit shall be as manufactured by Inlet & Pipe
Protection, Inc, at 1635 Tonne Road Elk Grove Village, IL
(847)722-0690// www.inletfilters.com , or that sold/rented
by Soil-Tek, at P.O. Box 277 LeClaire, |A (563)528-5925//

www.soil-tek.com , or approved equal.
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